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PREFACE

For many years, the acceptable quality level (AQL)1 concept was used largely 
because of the influence of MIL-STD-105 and its revisions. However, in 
the current business climate of immense worldwide competition and greater 
demands by customers, more companies are realizing that quality control 
does not cost—it pays. As a result, the prevailing wisdom has moved toward 
zero defects, and AQLs greater than zero are no longer the rule, but the 
exception; they are simply not compatible with today’s environment. Many 
companies are striving for zero defects through statistical process control, 
improved processes, closed loop inspection systems, and other means.

The use of sampling plans with zero acceptance numbers is the norm 
today. The sampling plans in this book (c=0) actually represent a revision 
in 1963 of similar plans I developed in 1961. Because of the widespread use 
of MIL-STD-105C in 1961, the only way to depart from this standard was 
to develop a set of plans that could be compared favorably with the military 
standard. The c=0 plans were developed and originally implemented in a 
medium-sized plant that did both military and commercial work. Although 
the plans were not formally approved, there was no opposition to them.

In 1963, MIL-STD-105D was introduced, and the c=0 plans were 
updated and revised. This time, the plans were proposed to a large 
aerospace manufacturer with a staff of resident government quality control 
representatives. It was necessary to deliver a formal presentation and explain 
the c=0 plans in great detail. The aerospace manufacturer and the government 
representatives agreed to accept the plans on a trial basis. While the plans 
were targeted essentially to the limiting quality (LQ) percentages in the 
military standard tables, there were departures from these targets in several 
instances. These special adjustments were necessary to maintain the logic of 

1.	� ANSI Z1.4 changed “acceptable quality level” to “acceptance quality limit” and 
provided an explanation. The c=0 plans are not AQL plans. For comparison 
purposes, they are associated with particular ANSI plans. See Table 1; the numbers 
are index values.
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the c=0 plans. These adjustments were highlighted during the presentation 
and explained in the section “Adjustments from Mil-Std 105E/ANSI Z1.4.”

The results of the trial period at this company were excellent. Not 
only were the savings significant, but there was a significant reduction in 
assembly problems as well. A check with the company in 1983 (20 years 
later) revealed the c=0 plans were still being used.

The c=0 sampling plans were presented in a national publication in 1965 
(N. L. Squeglia, “Sampling Plans for Zero Defects,” Quality Assurance 
4 [August 1965]: 28). The inquiries and interest generated by the article 
prompted me to write the first edition of this book. Published in 1969, it 
described the plans in more detail and contained operating characteristic 
(OC) curves. The continual interest in the c=0 plans and encouragement from 
Professor N. L. Enrick of Kent State University resulted in the publication of 
the second edition in 1981.

In 1983, I conducted an informal survey to get some idea of the extent of 
the savings realized by users of the c=0 plans who had switched from MIL-
STD-105D. A few said it was too early to tell, but the majority reported a 
range of savings from 8 percent to 30 percent, with an average of 18 percent. 
Of course, the extent of savings is based on the lot sizes and index value 
(associated AQL) used. The larger the lot and index value, the greater 
the savings. It was not necessary to implement the plans to determine the 
savings. The savings potential can be evaluated from past data as described 
later, in the section titled “Estimating Potential Savings.”

While the hypergeometric distribution was used originally to maximize 
mathematical accuracy, it is my humble opinion that the most important 
feature of the plans is the philosophy of zero defects.

The c=0 sampling plans are now in wide use throughout the United 
States and in other countries. In 1983, the c=0 plans became a part of the 
Department of Defense’s DLAM 8200.2 for use by government Defense 
Contract Administration Services quality assurance representatives. In 1989, 
MIL-STD-105E superseded 105D. This revision placed emphasis on the use 
of 105E as a guide in developing inspection strategies, and it recognized the 
limitation of the AQL concept. The sampling plans were not changed. As a 
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result of this revision, the fourth edition of this book was published in 1994. 
That edition included important updates and a small-lot sampling table.

In the earliest editions it was necessary to compare the c=0 plans to 
the MIL-STD plans in order to show the advantages of the c=0 plans. 
The comparisons provide important information as to their derivation that 
provided for a smooth transition from the MIL-STD plans to the c=0 plans, 
as discussed in the section titled “Relationship of c=0 Plans to ANSI Z1.4 
Plans.” After years of extensive application by government contractors, 
commercial manufacturing, and service industries, the c=0 sampling plans 
presented in this book are now considered stand-alone sampling plans and 
are considered a standard.

In 2000 the Department of Defense declared MIL-STD-105E obsolete 
and recommended that the c=0 plans from the fourth edition of this book 
be used in its place. Upon cancellation of MIL-STD-105E, the c=0 plans 
were authorized for use by the Defense Contract Management Agency/
Department of Defense. That correspondence in part read:

“Zero Acceptance Sampling Plans By Nicholas L. Squeglia This 
book gives a number of zero based sampling plans and their corre-
sponding Operating Characteristic (OC) Curves and values. It is the 
state of the art in zero based sampling plans.” (DCMA Guidebook)

To further the understanding of the development of the c=0 plans, this 
edition includes the comparisons that were made to Mil Standards in 
previous editions.

In the early 2000s, a large aerospace manufacturer was given permission 
by ASQ to reproduce the c=0 sampling table. They modified the table by 
changing several sample sizes, and that modified table found its way into 
the fifth edition. Although the changes were relatively minor, this resulted 
in some confusion among purchasers. Ironically, that large aerospace 
manufacturer reverted back to the original c=0 plans and changed its 
specification on sampling issued to all of their suppliers. The next printing 
of the fifth edition was revised to include the original c=0 sampling table 
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as well as the modified table and related AOQL tables (tables 2a and 2b). 
The sampling tables were labeled 1a and 1b. Table 1a was also labeled as 
the “original c=0 sampling plans (use this table unless otherwise specified 
by contract).” Table 1b was labeled as “modified c=0 plans; refer to page 
xii.” To eliminate any confusion, this sixth edition includes only the 
original c=0 table and is designated as Table 1. The modified table and its 
corresponding AOQL table have been eliminated. Table 1 and the related 
AOQLs Table 2 are now exactly the same as they were in the fourth edition 
and all prior editions.

The c=0 plans gained wide recognition over the years. In May 2005, 
I was awarded ASQ’s Shainin Medal at the World Quality Congress in 
Milwaukee. The citation read:

“Nicholas L. Squeglia is credited as one of the most significant con-
tributors to the effort for driving Zero Defects by developing a set 
of zero acceptance number sampling plans (c=0) forcing preventive 
actions, thus saving millions of dollars in military and commercial 
applications. There was widespread acceptance of the plans because 
they proved to be practical, simple to use, and economical.”

In 2018 I was inducted into the University of New Haven’s (UNH) 
Engineering Hall of Fame for the c=0 plans and my contribution to the 
safety of New York City bridges.

The c=0 plans have been continually gaining in popularity for more 
than 55 years.

Nicholas L. Squeglia
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1

INTRODUCTION

The zero acceptance number plans developed by the author were originally 
designed and used to provide overall equal or greater consumer protection 
with less inspection than the corresponding MIL-STD-105 sampling plans. 
In addition to the economic advantages they offer, these plans are simple 
to use and administer. Because of these advantages and because greater 
emphasis is now being placed on zero defects and product liability prevention, 
these plans have found their place in many commercial industries, although 
they were originally developed for military products. Comparisons can also 
be made to ANSI Z1.4 (2003) because it is a virtual copy of the cancelled 
MIL-STD-105E.

The derivation of these plans is covered in detail.
There is no specific sampling plan or procedure that can be considered 

best suited for all applications. It is impractical to cite all of the applications 
in which these c=0 plans are used. Some examples are machined, formed, 
cast, powered metal, plastic, and stamped parts; and electrical, electronic, 
and mechanical components. They have found application in receiving 
inspection, in-process inspection, and final inspection in many industries. 
Regardless of the product, wherever the potential for lot-by-lot sampling 
exists, the c=0 plans may be applicable.

Quite often, the basic objective of sampling is overlooked. The primary 
objective is derived from the question, “Why sample?” Most of us are aware 
that sampling is employed simply to provide a degree of quality protection 
against accepting nonconforming material. Further, we know that what 
we are continually striving for is 100 percent good product. Assuming our 
inspection capability is 100 percent efficient in detecting nonconformances, 
the only way to assure 100 percent good product is to inspect everything 
100 percent. This, then, is the reason for sampling: We sample because it 
is impractical in most cases to perform 100 percent inspection. What we 
are seeking, therefore, are sampling plans that economically provide us 
with a reasonable amount of protection to ensure 100 percent good quality. 
There are times when something less than 100 percent good product is 
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considered acceptable; in other words, there are times when we knowingly 
accept defective product. Such cases, however, should be treated on an 
exception basis.

This book provides a set of attribute plans for lot-by-lot inspection. The 
acceptance number in all cases is zero. This means that for some level of 
protection you select a certain size sample and withhold the lot if the sample 
contains one or more nonconforming pieces.

The phrase “withhold the lot” is significant in that it does not necessarily 
mean rejection. Under these plans, the inspector does not automatically reject 
the lot if one or more nonconformances are found. The inspector only accepts 
the lot if zero nonconformances are found in the sample. Withholding the lot 
forces a review and disposition by engineering or management personnel in 
regard to the extent and seriousness of the nonconformance.

From this point on, we will use the terms “defective” and “defect” to 
describe nonconformances, regardless of whether the defective is fit for 
use. The term “defective” is commonly used in quality control to describe 
a part, component, item, or any other unit of product that contains one or 
more defects. The word “defect” is commonly used to describe a particular 
nonconforming characteristic on a unit of product. For example, a particular 
item contains a slot of a certain width and length, and it also contains a 
hole. Everything about the item conforms to specifications except the 
diameter of the hole. This nonconforming diameter is a defect, and the item 
is therefore defective.
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ATTRIBUTE SAMPLING PLANS

The following section provides a brief overview of lot-by-lot attribute plans 
while relating them to other plans.

Two broad categories of sampling are (1) continuous and (2) lot-by-lot.

Continuous

Continuous sampling is often used when units of product are submitted one at 
a time. This can apply to assembly lines, for example. Product moving along 
a conveyor can also be thought of as a candidate for continuous sampling. 
Consider, for example, a functional test. Units are moved along a line, and 
assembly progresses to completion at the end of the line. Upon completion, 
we have a functional test. The continuous sampling plan may call for a 
frequency check of, say, one unit out of five. It basically starts off with 100 
percent inspection until a designated consecutive number of accepted items 
is reached. When that number is reached, the frequency check starts and 
remains in effect until a defective unit is observed. When we find a defective 
unit on the frequency inspection, we go back to 100 percent inspection until 
we get the specified number of consecutive good items. We then go back to 
frequency inspection, and so on. MIL-STD-1235C, among others, provided 
continuous sampling plans.

Lot-by-Lot: Attributes

Lot-by-lot sampling involves units of products that are presented in a group, 
batch, or lot for inspection, as opposed to being presented one at a time.

In these cases, a sample of a specified quantity is drawn and compared 
with acceptance criteria—for instance, the quantity of defectives allowed in 
the sample by the sampling plan. For example, a particular sampling plan 
may call for a sample size of 125 and an acceptance number of two. If two or 
fewer defectives are detected in the sample of 125 pieces, the lot is accepted. 
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If more than two defectives are detected in the 125-piece sample, the lot is 
rejected. Measurements of characteristics are not required.

The characteristics evaluated either conform or do not conform. Go/no 
go type gages are often used in attribute plans. The c=0 sampling plans are 
lot-by-lot attribute sampling plans.

Lot-by-Lot: Variables

Another lot-by-lot sampling procedure involves the analysis of measured 
characteristics. For example, MIL-STD-414 (ANSI/ASQC Z1.9) was a 
variables-type sampling plan procedure. Variables sampling compared with 
attribute sampling essentially involves the inspection of a smaller sample size 
to obtain the same protection afforded by an attribute plan. The economics 
of the smaller sample size, however, are quite often offset by the calculating 
involved and the need for obtaining and recording measurements. It should be 
noted that variables sampling plans assume normality (normal distributions) in 
all cases, and that if a lot is rejected on the basis of calculation but no defectives 
are found in the sample, the inspector is required to use the corresponding 
attribute sampling plan. The c=0 plans can also be used at this point.

NONSTATISTICAL SAMPLING PLANS

There are cases where we can virtually assure zero defects although the sample 
size cannot logically be defined in terms of statistical risks. Such sample sizes 
are generally exceptionally low for the more important characteristics and, 
therefore, knowledge of the process control features is required.

In order to avoid any confusion in justifying such sample sizes on 
inspection plans, specific notations should be used to avoid any tie-in with 
statistical risks. The reason for such a selection should be noted, either 
directly on the plan or in the quality engineering standards.

An example might be a stamping operation where just the first and last 
pieces from a lot are inspected dimensionally. A statistical sample may be 
taken for visual inspection only.

Full document details: Zero Acceptance Number Sampling Plans, Sixth Edition

http://www.avadocuments.com/doc/zero-acceptance-number-sampling-plans-sixth-edition
http://www.avadocuments.com/doc/zero-acceptance-number-sampling-plans-sixth-edition

